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	Physical Specifications                                                                 LBB-1-23               LBB-1-69           LBB-2-12

	Chamber size (w x d x h) *Clear opening width is reducing 1 1/2” (3.8cm) due to 3/4” (1.9cm) shelf supports on each side.
	18 x 18 x 12 in. 
46 x 46 x 31 cm
	30 x 18 x 22 in. 
76 x 46 x 56 cm
	30 x 20 x 35 in. 
77 x 51 x 89 cm

	Capacity in cubic feet (liters)
	2.3 (65)
	6.9 (195)
	12.1 (343)

	Overall size (width x depth x height) 
*Depth includes exhaust port
	24 x 24.5 x 26 in. 
61 x 62 x 66 cm
	36 x 24.5 x 36.5 in. 
91 x 62 x 93 cm
	36 x 26.5 x 51.5 in. 
91 x 67 x 131 cm

	Number of shelves provided
	2 light duty
	2 reinforced
	2

	Max number of reinforced shelves 
	NA
	5 on 4 in. centers*
	8 on 4 in. centers*

	Max number of light duty shelves 
	5 on 2 in. centers
	10 on 2 in. centers
	16 on 2 in. centers

	Cord and plug
	15 amp
120 or 240V
50/60Hz
	None - hardwire
120 or 240V
50/60Hz
	None - hardwire
240V-50/60Hz

	Number of doors
	1
	2
	2

	Approximate net weight
	140 lbs (63 kg)
	245 lbs (112 kg)
	315 lbs (144 kg)

	Approximate shipping weight
	205 lbs (92 kg)
	320 lbs (146 kg)
	385 lbs (175 kg)

	Functional Specifications

	Time to temp - no load (40˚C to 150˚C)
	17 minutes
	15 minutes
	15 minutes

	Time to temp - no load (40˚C to 204˚C)
	30 minutes
	26 minutes
	30 minutes

	Recovery time after door open 1 min. (150˚C)
	2 minutes
	3 minutes
	3 minutes

	Recovery time after door open 1 min. (204˚C)
	4 minutes
	6 minutes
	6 minutes

	Temperature uniformity
Based on 9 point test in empty oven
	+/- 3˚C at 150˚C
+/- 4˚C at 204˚C
	+/- 3˚C at 150˚C
+/- 4˚C at 204˚C
	+/- 3˚C at 150˚C
+/- 4˚C at 204˚C

	Operating range with 20˚C ambient
	35˚C - 204˚C for all models

	Maximum load capacity
	200 lbs. (91 kg)
	400 lbs. (181 kg)
	600 lbs. (272 kg)

	Maximum shelf capacity (standard)
	50 lbs. (23 kg)
	50 lbs. (23 kg)
	50 lbs. (23 kg)

	Maximum shelf capacity (reinforced)
	n/a
	200 lbs. (91 kg)
	200 lbs. (91 kg)

	Exhaust capacity
	Adj. to 1 CFM
(0.5 lps)
	Adj. to 3 CFM
(1.4 lps)
	Adj. to 12 CFM
(5.71 lps)

	Physical Specifications                                                              LBB-2-18                         LBB-2-27

	Chamber size (w x d x h) *Clear opening width is reducing 1 1/2” (3.8cm) due to 3/4” (1.9cm) shelf supports on each side.
	37 x 24* x 35 in. 
94 x 61* x 89 cm
	37 x 37* x 35 in. 
94 x 94* x 89 cm
	 

	Capacity in cubic feet (liters)
	18 (510)
	27.7 (784)
	 

	Overall size (width x depth x height) 
*Depth includes exhaust port
	43 x 30.5* x 51.5 in. 109 x 78* x 131 cm
	43 x 43.5* x 51.5 in. 
109 x 111*x 131 cm
	 

	Number of shelves provided
	2
	2
	 

	Max number of reinforced shelves 
	8 on 4 in. centers*
	8 on 4 in. centers*
	 

	Max number of light duty shelves 
	16 on 2 in. centers
	16 on 2 in. centers
	 

	Cord and plug
	None - hardwire
240V-50/60Hz
	None - hardwire
240V-50/60Hz
	 

	Number of doors
	2
	2
	 

	Approximate net weight
	400 lbs* (182 kg)*
	550 lbs* (250 kg)*
	 

	Approximate shipping weight
	485 lbs* (221 kg)*
	635 lbs* (289 kg)*
	 

	Functional Specifications

	Time to temp - no load (40˚C to 150˚C)
	17 minutes
	17 minutes
	 

	Time to temp - no load (40˚C to 204˚C)
	33 minutes
	33 minutes
	 

	Recovery time after door open 1 min. (150˚C)
	3 minutes
	4 minutes
	 

	Recovery time after door open 1 min. (204˚C)
	7 minutes
	8 minutes
	 

	Temperature uniformity
Based on 9 point test in empty oven
	+/- 3˚C at 150˚C
+/- 4˚C at 204˚C
	+/- 3˚C at 150˚C
+/- 4˚C at 204˚C
	 

	Operating range with 20˚C ambient
	40˚C - 204˚C for all models

	Maximum load capacity
	600 lbs. (272 kg)
	600 lbs. (272 kg)
	 

	Maximum shelf capacity (standard)
	50 lbs. (23 kg)
	50 lbs. (23 kg)
	 

	Maximum shelf capacity (reinforced)
	200 lbs. (91 kg)
	200 lbs. (91 kg)
	 

	Exhaust capacity
	Adj. to 14 CFM
(6.61 lps)
	Adj. to 14 CFM (6.61 lps)
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